
DL-4plus LCD Menus Quick Look

STATUS PDC ERR LOGGING

SV:10 DGPS DOP 2.5

PDC SYSTEM OK

✓ Status

STATUS GPS ERR LOGGING

SV:10 DGPS DOP 2.5

GPS SYSTEM OK
    

STATUS HOME LOGGING

SV:10 DGPS DOP 2.5

OK 12:23:34 GMT
     

STATUS OCCUPY LOGGING

SV:10 DGPS DOP 2.5

20KM BL 
  

STATUS SPACE LOGGING

SV:10 DGPS DOP 2.5   

80 PER 

STATUS BATTERY LOGGING

SV:10 DGPS DOP 2.5

<A>:14.4V B:14.5V
   

STATUS GPS SER# LOGGING

SV:10 DGPS DOP 2.5

SPA01280059
   

STATUS GPS SER LOGGING

SV:10 DGPS DOP 2.5

2.000S14
   

STATUS GPS MOD LOGGING

SV:10 DGPS DOP 2.5

RT2
   

STATUS PDC SER# LOGGING

SV:10 DGPS DOP 2.5

SPX01250139
   

STATUS PDC VER LOGGING

SV:10 DGPS DOP 2.5

1.312
   

STATUS PDC MOD LOGGING

SV:10 DGPS DOP 2.5

PDCSTD
  

STATUS CONTRAST LOGGING

SV:10 DGPS DOP 2.5

CONTRAST:50 %
   

GPS DATA LON STD LOGGING

SV:10 DGPS DOP 2.5

0.030 M

GPS DATA LAT STD LOGGING

SV:10 DGPS DOP 2.5

0.020 M

GPS DATA VEL LOGGING

SV:10 DGPS DOP 2.5

0.0565 M/S
   

GPS DATA DATE LOGGING

SV:10 DGPS DOP 2.5

1098 W  324294 S
   

GPS DATA DOPS1 LOGGING

SV:10 DGPS DOP 2.5

G: 2.5  P: 1.3
    

GPS DATA HGT LOGGING

SV:10 DGPS DOP 2.5

1034.022 M MSL
    

GPS DATA LAT LOGGING

SV:10 DGPS DOP 2.5

N 45 15 36.00000
    

GPS DATA HOME LOGGING

SV:10 DGPS DOP 2.5

VIEW GPS DATA
    

GPS DATA HGT STD LOGGING

SV:10 DGPS DOP 2.5

3.481 M

GPS DATA SAT LOGGING

SV:10 DGPS DOP 2.5

S:6 CN:39.9 R:GOOD
     

GPS DATA DOPS2 LOGGING

SV:10 DGPS DOP 2.5

H: 0.8  T: 0.6

GPS DATA LON LOGGING

SV:10 DGPS DOP 2.5

W 112 45 24.00000
    

GPS DATA SAT LOGGING

SV:10 DGPS DOP 2.5

S:9 CN:41.3 R:GOOD
    

GPS DATA CORR LOGGING

SV:10 DGPS DOP 2.5

DIFF AGE:3.0 S
   

GPS DATA LOGGING

SV:10 DGPS DOP 2.5

1098 W  324294 S
  

>>DATE

GPS Data Commands

COMMAND HOME LOGGING

SV:10 DGPS DOP 2.5

COMMANDS
    

SLEEPCOMMAND LOGGING

SV:10 DGPS DOP 2.5

SLEEP:OFF
   

CUT OFFCOMMAND LOGGING

SV:10 DGPS DOP 2.5

15.0 DEGREES
   

BACKLIGHTCOMMAND LOGGING

SV:10 DGPS DOP 2.5

BACKLIGHT:OFF
   

RTK RESTCOMMAND LOGGING

SV:10 DGPS DOP 2.5

RTK RESET:NO
   

MODELSCOMMAND LOGGING

SV:10 DGPS DOP 2.5

MOD:RT2
   

   

AUTHCODECOMMAND LOGGING

SV:10 DGPS DOP 2.5

AAAA:BBBB:CCCC:

Config Base/ 
 Logging/Site

CFG BASE HOME LOGGING

SV:10 DGPS DOP 2.5

CONFIG BASE
    

CFG BASE LOGGING

SV:10 DGPS DOP 2.5

W 114 02 17.7084
EDIT LON

CFG BASE LOGGING

SV:10 DGPS DOP 2.5

APPLY:YES
EXECUTE

CFG BASE LOGGING

SV:10 DGPS DOP 2.5

N 51 06 58.9139
EDIT LAT

   

   

   

CFG BASE LOGGING

SV:10 DGPS DOP 2.5

1057.544 M (MSL)
EDIT HGT

   

CFG BASE LOGGING

SV:10 DGPS DOP 2.5

TYPE:RTCA
EDIT TYP

CFG BASE LOGGING

SV:10 DGPS DOP 2.5

BASE
EDIT ID

   

   

CFG LOG HOME LOGGING

SV:10 DGPS DOP 2.5

CONFIG LOGGING
    

CFG LOG LOGGING

SV:10 DGPS DOP 2.5

PICK:SCHEDULE
   

PICK

CFG LOG LOGGING

SV:10 DGPS DOP 2.5

APPLY:YES
   

EXECUTE

CFG SITE HOME LOGGING

SV:10 DGPS DOP 2.5

CONFIG SITES
    

   

NUMBERCFG SITE LOGGING

SV:10 DGPS DOP 2.5

1

   

NAMECFG SITE LOGGING

SV:10 DGPS DOP 2.5

A

   

EDIT HICFG SITE LOGGING

SV:10 DGPS DOP 2.5

00.000 M

   

ANTENNACFG SITE LOGGING

SV:10 DGPS DOP 2.5

B

EXECUTECFG SITE LOGGING

SV:10 DGPS DOP 2.5

APPLY:NO
   



The DL-4plus front end-cap has an LCD display with a keypad 
including <Ent> and <Esc>.
The main functions of the LCD menu are:

• Status
• GPS Data
• Configure Base
• Configure Logging
• Configure Sites
• Configure Ports
• Commands
• File Operations

The current menu function being displayed is shown in the top left 
corner of the LCD screen.
Pressing the <Ent> key while in the Status Home screen displays 
the Contrast screen. The contrast works as a type of ‘edit by group’ 
where the up and down arrows increase and decrease the contrast. 
Pressing the <Ent> key a second time returns you to the Status 
Home screen.
Simple menu access is achieved by following the directional 
arrows in the bottom right of the LCD when they appear black on a 
white background  ( ). Use the navigation keys to the right 
of the LCD display for this purpose. Arrows that appear in inverse 
(white on grey), show that a special functionality, such as editing, 
is available. 
Pressing the <Esc> key, to the left of the LCD display, continually 
will take you back through menu items until you return to the top 
of the menu where you started.
Press the <Ent> key to 1) pause or resume a scrolling display, 2) 
cause navigation aid arrows to turn to inverse video and for a 
cursor to appear under the first digit of an editable data value, 3) 
save a new value, 4) access special functionality when available 
(the upper middle box on this screen is shown in inverse), and 5) 
toggle between marked and unmarked files for deletion.
See the LCD Menus chapter in the DL-4plus User Manual for 
more information on these topics.

QUESTIONS OR COMMENTS
If you have any questions or comments regarding your DL-4plus, 

please contact NovAtel Customer Service 
using one of the methods provided below.

Email:support@novatel.ca

Web:www.novatel.com

Phone: 1-800-NOVATEL (U.S. & Canada)
403-295-4900 (International)

Fax: 403-295-4901

Config
Ports

   

C1IMODECFG COM LOGGING

SV:10 DGPS DOP 2.5

NOVATEL NOVATEL

   

C2IMODECFG COM LOGGING

SV:10 DGPS DOP 2.5

NOVATEL NOVATEL

   

COM2CFG COM LOGGING

SV:10 DGPS DOP 2.5

9600 8NONE1 N

   

AUXCFG COM LOGGING

SV:10 DGPS DOP 2.5

9600 8NONE1 N

CFG COM HOME LOGGING

SV:10 DGPS DOP 2.5

CONFIG PORTS
    

   

COM1CFG COM LOGGING

SV:10 DGPS DOP 2.5

9600 8NONE1 N

Files

Inverse video indicates that a file has been 
selected for deletion. You may return to the 
SEL FILE window using the top left FILES 
corner of the screen at any time before files 
are deleted.

FILES HOME LOGGING

SV:10 DGPS DOP 2.5

FILE OPERATIONS
   

FILES SEL FILE LOGGING

SV:10 DGPS DOP 2.5

SELECT FILES:YES
   

SEL FILEFILES LOGGING

SV:10 DGPS DOP 2.5

FILE_001.PDC
   

SEL FILEFILES LOGGING

SV:10 DGPS DOP 2.5

FILE_002.PDC

SEL FILEFILES LOGGING

SV:10 DGPS DOP 2.5

  

FILE_003.PDC

DEL SELFILES LOGGING

SV:10 DGPS DOP 2.5

DELETE:ALL
   

EXECUTEFILES LOGGING

SV:10 DGPS DOP 2.5

APPLY:NO
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