                             [image: image2.jpg]



	
	VERIPOS Release Notes


                         [image: image1.jpg]Vveripos




	
	



	Date:
	05.08.2016
	Author:
	Chris Rayment

	Product: 
	L-Band Control 2
	Version
	02.006

	Subject:
	Upgrade
	Change Note
	N/A

	
	
	
	


Reasons for new Release:

1. Changed Septentrio LBR1 U-Boot response message test to allow completion of firmware installation sequence for builds with all SDK versions.
To install new application:

The program is supplied as a Windows Installer package together with a Setup application file. Both files should be copied to a temporary directory on the installation PC. To install the program, double-click Setup and follow the on-screen instructions.

Pre-requisites:

The L-Band Control 2 program requires components of .NET 3.5 in order to run. These will be installed as part of the installation and setup process if not already present.
Notes for this release:

On 64-bit Windows 7 PCs, it will be necessary to enable write permission on the installation directory in order that the program configuration file can be accessed.

Release History

v01.002
1. First release of new format only version of L-Band Control program for configuration of LD3 and LD3S. This version has been designed in-house, and may be installed and run as a 32-bit application on both 32-bit XP and 64-bit Windows 7 PCs.
v01.003

1. Bug fix for timing of Reference Station selection commands to LD3(Thales L-Band) when either RTCMa Select All or RTCMa Select None radio buttons are selected.
v01.004

1. Bug fix for Reference Station numbering in second display table.
2. Addition of message text to inform the user of activity when either RTCMa Select All or RTCMa Select None radio buttons are selected.
v01.005

1. Bug fix for display of blank message text box on LD3S Reference Stations page.
v02.001

1. LBR status information available on all serial ports.

2. Addition of MANUAL and AUTO receiver connection options at start up.

3. Bug fix for unhandled exception if no serial port connected.

v02.002

The following SPRs on Redmine have been addressed:

1. SPR #745 – Amended warning message when program fails to establish connection to receiver in Auto mode.

2. SPR #749 – Added facility to repeat Auto connection mode.

3. SPR #750 – Highlighted message to inform user of successful connection to receiver in Auto mode.

4. SPR #751 – Auto connection progress bar removed when Manual connection selected.

5. SPR #752 – Added ‘Cancel’ button to ‘User Defined Beam’ Windows Form.

6. SPR #762 – Red ‘Close’ (‘X’) button enabled on Control bar at top of all Windows Forms.

v02.003

The following SPR on Redmine has been addressed:

1. SPR #748 – Fix for unhandled array index out-of-range exception.

v02.004

1. Bug fix for editing and selection of User Defined beam( Channel 16 ). 

v02.005

1. Changed LBR Firmware Versions text on Receiver Information page as per SDG request 30/09/2015. 
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