                             [image: image1.jpg]



	
	VERIPOS Release Notes



	Date:
	18/7/2017
	Author:
	Kevin McGregor

	Product: 
	LD5
	Version
	LD5 05.02.01

	Subject:
	LD5 System Software Update
	Change Note
	N/A


Reasons for new Release:


1. AsteRx2e GNSS firmware upgraded to version 3.4.0-patch3. This update provides improved ‘Ultra’ Performance. 
To run new application:

Upgrades
To install:

1. Select USB Mode from the Config menu on the LD5 unit, and wait for unit to reboot into USB Mode.
2. Connect LD5 unit to a PC using a USB male-male A-B cable.

Combined installer (To be used on software of version 04.000-009 and above)
1. On the PC copy the combined installer (LD5-Install-05.000-003.zip) from the PC to the LD5 disk. 
2. Press tick button on LD5 to reboot the LD5 unit.

3. When the unit has rebooted go into the Admin Mode section from the Config menu.

4. Select Software Update to start the install.

5. The upgrade will be unzipped and a screen will appear with the option to pick the required variant. It is not possible to exit this screen with either the back or home buttons.

6. Select the required variant and choose Apply to continue installation. 

7. When firmware has been checked or upgraded press tick button again to complete install.

Single variant installer: (To be used on software of version 03.000-001 and below)
1. On the PC copy the single variant installer (e.g. LD5-Install-05.000-003-A2_MOD1.zip) from the PC to the LD5 disk.

2. Press tick button on LD5 to reboot the LD5 unit.

3. When the unit has rebooted go into the Admin Mode section from the Config menu.

4. Select Software Update to start the install.

5. When firmware has been checked or upgraded press tick button again to complete install.
Initial System Preparation

To perform the initial installation of LD5 software onto a new LD5 unit, ensure the LD5 test app starts and do the following:

1. After starting up the LD5 press the down arrow 5 times to place the unit in USB mode.
2. Reboot the unit.

3. Extract the contents of the single variant installer (e.g. LD5-Install-05.000-003-A2_MOD1.zip) and copy the contents of the software updates folder to the LD5 into a folder named VeriposInstall.

4. Press the down arrow 5 times to exit from usb mode.

5. Reboot the LD5.

6. Press the home button 5 times and allow the software to install.

7. Reboot the LD5

Configuration changes:

No configuration changes required.

Release History

Release LD5 05.002 (01)

	Date:
	01/05/2017
	Author:
	Kevin McGregor

	Product: 
	LD5
	Version
	LD5 05.002 (01)

	Subject:
	LD5 System Software Update
	Change Note
	N/A


Reasons for new Release:


1. L-Band firmware upgraded to version 1.2.11-4.20.

Release LD5 05.000 (05)

	Date:
	27/03/2014
	Author:
	Kevin Shea

	Product: 
	LD5
	Version
	LD5 05.000 (05)

	Subject:
	LD5 System Software Update
	Change Note
	N/A


Reasons for new Release:


1. Remove the SatVisibility and PVTSatCartesian messages to improve log capture

2. Remove display of AsteRx used/track counts and elevation/azimuth display

3. Changed SBAS corrections mode for greater SBAS solution stability.

Release LD5 05.000 (04)

	Date:
	24/01/2014
	Author:
	Mark Warren

	Product: 
	LD5
	Version
	LD5 05.000 (04)

	Subject:
	LD5 System Software Update
	Change Note
	N/A


Reasons for new Release:


1. LBand Beam Selection page highlighted button no longer reverts to the selected beam.

2. New router config files to stop invalid ports being opened in some hardware variants.

Release LD5 05.000 (03)

	Date:
	22/01/2014
	Author:
	Mark Warren

	Product: 
	LD5
	Version
	LD5 05.000 (03)

	Subject:
	LD5 System Software Update
	Change Note
	N/A


Reasons for new Release:


1. Made sure Iono/UTC info is restored to the logging.

Release LD5 05.000 (02)

	Date:
	16/01/2014
	Author:
	Mark Warren

	Product: 
	LD5
	Version
	LD5 05.000 (02)

	Subject:
	LD5 System Software Update
	Change Note
	N/A


Reasons for new Release:


1. Reboots when changing operating mode because data logger cannot be dynamically stopped.
2. Changed help message text for all cards.

3. Removed MeasExtra, GLOAlm, GPSAlm, GLONav & GPSNav SBF messages in QC mode.

4. Fixes for almanac and ephemeris in data logs.

Release LD5 05.000 (01)

	Date:
	06/01/2013
	Author:
	Mark Warren

	Product: 
	LD5
	Version
	LD5 05.000 (01)

	Subject:
	LD5 System Software Update
	Change Note
	N/A


Reasons for new Release:


1. Now supports 8 digit LBand user codes.
2. Data logging is turned off in QC mode.

3. Entering of LBand access codes has been removed.

4. New LBand signal strength indicator in bar at top of screen.

5. USB mode can now be accessed without going into Admin mode.

6. Changes to unit on MF screens.
7. Fixed LBand reporting no beams when adding or removing user beams.

8. Implemented stricter rules to ensure incorrect IP addresses cannot be entered.
Earlier releases

Please refer to LD5 sharepoint site for earlier versions.

Rev A

	
	



[image: image1.jpg]